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Prikljuèek Pakiranje

12DAB+ 12 LOG 7,5-8,5 dB(i) 20 dB Hor. 50°
Ver. 60°

“F”

pcs.
kos

cm  /  m3
cm  /  m3

1
10

80x73,5x7,5  / 0,044
83x79,5x43  /  0,284

Iskra, d.o.o.
Stegne 21
SI - 1000 Ljubljana
Slovenija

Tel./phone:        +386 (0)1 500 4404
Internet:             www.iskra.eu

R

Radio DAB+ Antenna
Radijska DAB+ antena

DAB+ 12 LOG
DAB+ 16 LOG

Easy to install. Reliable and robust design for optimum performance and long life time.
Enostavna montaža Zanesljiv in robusten dizajn za optimalno delovanje in dolgo življenjsko dobo.

Can be used for vertical polarization.
Primerna za vertikalno polarizacijo.

Covers frequency range  174 - 240 MHz (Ch.5-12, VHF Band III, DAB+) Impedance 75 Ohm.
Pokriva frekvenèni pas  174 - 240 MHz (kanali 5-12, VHF III, DAB+). Impedanca 75 Ohm.
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16DAB+ 16 LOG 10 dB(i) 22 dB Hor. 45°
Ver. 55°

“F” 1
10

124x86x7,5  / 0,080
126x92x43  /  0,50

10

Antenna
lenght

Dolžina
antene

71 cm

124 cm

DAB+ 12 LOG DAB+ 16 LOG

DAB+ 16 LOG

DAB+ 12 LOG


